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Legend Plates

Back-of-Panel 
Components

Contact Block (latch not included)

Termination Style Voltage Cat. No.

Screw 
(latch not included)

24V AC/DC 800F-N3*
120V AC 800F-N5*
240V AC 800F-N7*

24…120V AC/DC 800F-NU*

Spring Clamp 
(latch not included)

24V AC/DC 800F-Q3*
120V AC 800F-Q5*
240V AC 800F-Q7*

Contactor Type Cat. No.
1 N.O. 800F-X10

1 N.C. 800F-X01

1 N.O. Early Make 800F-X10E

1 N.C. Late Break 800F-X01L

1 N.O. QuadCONNECT™ (1 mA) 800F-X10V

1 N.O. QuadCONNECT™ (1 mA) 800F-X01V

1 Self-Monitoring™ 800F-X01S

1 N.C. Early Break 800F-X01B

1 N.O. Spring Clamp 800F-Q10

1 N.C. Spring Clamp 800F-Q01

Integrated LED Module

* Add LED Color; R = red, G = green, W = white.

Plastic Latch
800F-ALP

Metal Latch
800F-ALM

30 x 40 mm 30 x 50 mm   

800F-11BE100 800F-12WE100

Monolithic Operators

1 N.O. + 1 N.C.
Color Flush Extended

800FD-F1X11 800FD-E1X11
800FD-F2X11 800FD-E2X11
800FD-F3X11 800FD-E3X11
800FD-F4X11 800FD-E4X11
800FD-F5X11 800FD-E5X11
800FD-F6X11 800FD-E6X11

Operator Type Color Contact Closure Metal

800FD-SM32X20

Selector Switch, Non-Illuminated,  
2 Position, Maintained

Selector Switch, Non-Illuminated,  
3 Position, Maintained

Operator Type Color Contact Closure Metal

800FD-SM22X11
XX

X O X

Push Button, Non-Illuminated,  
Momentary, Flush and Extended

Pilot Light, LED

Emergency-Stop/Stop, Non-Illuminated, 
2 Position, Push-Pull/Twist-to-Release

Color 24V AC/DC 120V AC 240V AC
800FD-P0N3 800FD-P0N5 800FD-P0N7

800FD-P3N3 800FD-P3N5 800FD-P3N7

800FD-P4N3 800FD-P4N5 800FD-P4N7

800FD-P5N3 800FD-P5N5 800FD-P5N7

800FD-P6N3 800FD-P6N5 800FD-P6N7

800FD-P7N3 800FD-P7N5 800FD-P7N7

Color Contacts Extended

1 N.C. 800FD-MT44X01

2 N.C. 800FD-MT44X02


